GROOVED END BALL VALVE

SERIES: GRD

Chem Oil’

PRODUCTS

Specification:

M

* Lever Operated Ball Valve

« 750 PSI WP
* High Grade D.I.

* 316 SS Ball and Stem
» Multi-Seat Design
» Maintenance Free Sealing

° 21’ & 3”

SPECIFICATIONS

NOMINAL PRESSURE 150psi 5. 17 Mpa
SHELL STRENGTH (WATER) 1125psi 7.8 Mpa
HIGH SEALING TEST ( WATER) 82bpsi 5.8 Mpa
LOW SEALING TEST ( WATER) 87psi 0.6 Mpa
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14 | Handle 1 ASTI 4536 65-45-12
13 | Handle Bolt 1 AIST 1035 + Zn
12 | Lock Plate 1 0235-A + 7n
11 Stop Plate 1 0235-A + In
10| Cover 2 pPVC
9 |Plate Retainer 2 AIST 1065
8 | 0-Ring 1 Viton/Buna-N
7 | Seal 1 RPTFE
6 | Stem 1 ASTM A276 316/AIST 1045 + In
5 |Ball 1 ASTM A182 F316/ASTM A105 + Ni
4 | Seat 2 RPTFE
3 | End Adapter 1 ASTM A395 60-40-18
2 | 0-Ring 1 Viton
1 | BODY 1 ASTM A395 60-40-18

MATERTAL

5.51
7.87

7.90
16.65

* Due to the continuous development of our products, design or construction may change without prior notice.

Unique Valves &
Instrumentation

Uv.

12600 CARDINAL MEADOW

SUGAR LAND, TX 77498

1.800.658.1528

www.chemoilproducts.com




