




CHEM OIL GAUGE PART NUMBER CHART 

1= ABS-STEEL CASE, 
W/CHROME RING 
BRASS INTERNALS 

2=SS CASE 
BRASS INTERNALS 

3=SS CASE 
SS/INTERNALS 

5=AMMONIA GAUGE 
SS/INTERNALS 

6=BRASS CASE 

SPECIAL FEATURES 

O=STANDARD GAUGE 
1=REMOVEABLE RING 

ADJUSTABLE POINTER 
2=RR/SOLID POINTER 
3=PLASTIC SCREW LENS 

MOUNTING STYLE 

O=BOTTOM CONNECTION\ 
STEM MOUNTED 

1=BOTTOM CONNECTION 
STEM MOUNTED 

2=BACK CONNECTION 
STEM MOUNTED 

B=BLOW-OUT BACK 
S=LAMINATED 

SAFETY GLASS 

3=BACK CONNECTION 
U-CLAMP, PANEL MT

4=LOWER BACK CONNECTION 
FRONT FLANGED, PNL MT 

S=BOTTOM CONNECTION 
BACK FLANGED 

(diameter) 
15=11/2" 
20=2" 
25=21/2" 
35=31/2" 
40=4" 
45=41/2" 
60=6" 

8=1/8" NPT MALE 
4=1/4" NPT MALE ' 
2=1/2" NPT MALE � 
9=AUTO CLAVE 

A=30/0 HG VAC 
CB=30/0/15 PSI 
CC=30/0/30 PSI 
CD=30/0/60 PSI 
CE=30/0/100 PSI 
CF=30/0/160 PSI 
CG=30/0/200 PSI 
CH=30/0/300 PSI 
B=0/15 PSI 
C=0/30 PSI 
D=0/60 PSI 
E=0/100 PSI 
F=0/160 PSI 
G=0/200 PSI 
H=0/300 PSI 
l=0/400 PSI 
J=0/500 PSI 
K=0/600 PSI 
L=0/800 PSI 
M=0/1,000 PSI 
N=0/1,500 PSI 
0=0/2,000 PSI 
P=0/3,000 PSI 
Q=O/ 4,000 PSI 
R=0/5,000 PSI 
S=0/6,000 PSI 
U=0/10,000 PSI 
V=0/15,000 PSI 
W=0/20,000 PSI 
X=Other Single 
Y=0/30,000 PSI 

B=PSI/BAR 
K=PSI/KPA 


